NISSAN
IMMO EMULATOR

White — power Blue diode — after adjusting

it lights constantly and
blinks every other second

SOLD AS UNIVERSAL JULIE EMULATOR

technical support at www.carlobimmo.com/forumang/


http://www.carlabimmo.com/forumang/

Use

ECU from 2000 to 2002 - NATS 4 and 5 immo
2.2 2.7 diesel 5-socket ECU with 24C04 memory
1.5 gasoline Hitachi MEC with 93C46 and 93C56 memory
1.8 and 2.0 gasoline Hitachi MEC with 93C56 memory
1.4 gasoline Bosch with 24LC02 memory

Models: Almera, Almera Tino, Micra, Primera, Terrano

technical support at www.carlabimmo.com/forumang/


http://www.carlabimmo.com/forumang/

2.2 diesel 5-socket ECU with 24C04 memory

Find 24C04 eeprom memory
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Options Window  Help

Type: Serial EEPROM Start: 000000000 Slave: 101000 Port: undefined
Device: AT24C04 Size: 0x00000200
Brarict Atmel

14
DO DA 7
0

Addr: 0000003CH Size: 00000Z00H Sum: wocxH Modiied

In addresses
from 071 to 073 write 72 value
from 093 to 095 write 72 value
from 096 to 09B write 8E value
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Connecting emulator to ECU

GND — 5.4 pin
+12V ACC— 5.7 pin
(ODE —4.10 pin

Before connecting the emulator, it must be precisely insulated with insulation tape
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2.7 diesel 5-socket ECU with 24C04 memory

evice Programmer Deskiop
f Fie Edt Search View Run Options  S#indow  Help

Type: Serial EEPROM Start: 000000000 Slave: 1010002 Port: COM1
Device: AT24C04 Size: (KOOOODZ00
Brand: Atmel

In addresses
from OAC to AE write 72 values
in OCF write 72 value
from 0DO to OD7 write 72 72 8E 8E 8E 8E 8E 8E values

technical support at www.carlabimmo.com/forumang/


http://www.carlabimmo.com/forumang/

Connecting emulator to ECU

GND — 5.4 pin
+12VACC— 5.7 pin
(ODE - 4.10 pin

Before connecting the emulator, it must be precisely insulated with insulation tape
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1.5 gasoline Hitachi MEC with 93C46 memory

Find 93(46 eeprom memory
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In address
from OOE to OOF write 72 8E or 8E 72 values
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Connecting emulator to ECU

GND — 108 pin
+12V ACC— 43 pin
CODE - 116 pin
(cut it off from the plug in ECU)

Before connecting the emulator, it must be precisely insulated with insulation tape
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1.5 1.8 2.0 gasoline Hitachi MEC with 93C56 memory

Coryricht © 2012 Iwomar™

Find 93C56 eeprom memory

*FHE Edit Search View Project Run  Tools . Options Window Help

(e TR CETTER = ] ?l Q. 70Q ] (1 E L Tee 073 Fﬁ@f
ﬁwi‘ Dpaj Save C Paste |F\aad “wiite || Werify BIank‘Elase ‘Dawce Update

16:bit [ 32t [ LoHi

Type: Serial EEPROM Start: 0x00000000 Port: undefined
Device: AT93C56 Size: 0:00000080

Brand: Atmel Data: 16-bits

In address
from 00 to OOF write 72 8E or 8E 72 values
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Connecting emulator to ECU

GND — 108 pin
+12V ACC— 43 pin
(ODE - 116 pin
(cut it off from the plug in ECU)

Before connecting the emulator, it must be precisely insulated with insulation tape
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1.4 gasoline Bosch ECU with 24LC02 memory

L | “opyright © 2012 Iwona Piotrowsk:

oS BUSES

in Germany
26SA7148

1763 0360
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sF\Ie Edit Search. View Project Run  Tools Opt\ons Window Help
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Tppe: Seral EEPROM Start: 000000000 Slawe: 10700006 Port: undefined

Device: AT24C02 Size: 000000100
Erand: Atmel

For emulator
i 06 - 07 =72 8E

NISSAN MICRA K11
1999-2002

In address
from 06 to 07 write 72 8E values

Connecting emulator to ECU
CODE:

88 PIN. Sl
{CUT OFF - ODCIAG )

GND — 6 pin
+12V ACC - 54 pin
(ODE — 88 pin

(cut it off from the plug in ECU)
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BLAUPUNKT 9345 radio with 25160 memory

Upload memory content (available HERE) and connect up the radio, wait out
the countdown of 50 seconds. Then when CODE shows up please enter code
8361 and confirm with UP ARROW button

Important!
When you enter incorrect code, it will cause the radio lock to turn on for 50
minutes

ht © 2012 Iwona
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16

CLARION PN-1628M radio with f93C46 memory

Upload memory content (available HERE) and connect up the radio, wait out
the countdown of 50 seconds. Then when CODE shows up please enter code
1111 and confirm with UP ARROW hutton.
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Warning!!!

Due to possible construction changes of cars, check signals with multimeter
in the ECU plug.

We state that we are the only authentic authors of this manual. We possess

copyright of this publication. All rights reserved. Unauthorized copying,
hiring, lending, public performance will be punished!!! Any trials of

unauthorized copying, hiring, quoting prohibited!!! Both service and

advertisement constitute copyright and they are the subject to the protection
in accordance with the Act from 4" Feb. 1994 on Copyright and Related Laws

(Statute Book no. 24 position 93) and protection on the basis of the Act from
8" June 1993 on combating an unfair competition (Statute Book no. 47
position 211)
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